	CUSTOMER REQUIREMENTS FOR REPLACEMENT WITH HIGH FLOW AIR MANIFOLD


 
	COMPANY:

	CITY:

	STREET:

	ZIP:

	CONTACT:

	PHONE:

	E-MAIL:



	MACHINE
	INFORMATION
	REQUIRED

	
	
	

	MACHINE MODEL
	
	

	NUMBER OF HEADS
	
	

	BOTTLE SIZE
	
	



	CURRENT VALVE INFORMATION REQUIRED

	
	CURRENTLY
	SINGLE
	DOUBLE
	SIZE OF

	
	USE (Y/N)
	SOLENOID (Y/N)
	SOLENOID
	FITTINGS (1/4”, 3/8”, ½”)

	VALVE FUNCTION
	
	
	
	

	STRIPPER ACTUATION
	
	
	
	

	BLOW-PIN CYLINDERS
	
	
	
	

	PRE-BLOW AIR
	NA
	
	
	NA

	BLOW AIR
	NA
	
	
	NA



	VIEWING FROM THE FRONT OF MACHINE

	CURRENT AIR MANIFOLD EXHAUSTS TO
	
	(RIGHT OR LEFT)

	SIZE OF EXHAUST PIPE FROM MANIFOLD
	
	(2”, 3”, 4” OR 6”)

	CURRENT MAIN AIR MOUNTED ON
	
	(RIGHT OR LEFT)

	INCOMING LINE SIZE TO THE MAIN AIR
	
	(1”, 1-1/2”, 2”)

	LINE INCOMING TO THE MAIN AIR FROM
	
	(RIGHT OR LEFT)

	DISTANCE BETWEEN DOOR FRAMES
	
	



	SPECIAL NOTES OR REQUIREMENTS


	


[image: ]We require this form to be filled out completely before submitting sales orders for your high-flow air manifold system. This form will ensure the new high flow air manifold system will work properly on your machine. Return completed form to sales@veloctyes.com
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